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k PHOTOGRAPHIC EQUIPMENT

2000D ENLARGER TIMER

Product Code, PTP745

Mains operated digital timer for very accurate exposure timing when using an enlarger.
The timer can be set in 0.1 second increments from 0.1 to 9.9 seconds, or in one second
increments from 10 to 99 seconds. The display brightness can be adjusted to suit
individual requirements. The timer is available in both 230 and 110 volt versions.
Available with “UK, American, Australian, and European Plug”

The timer should be connected between the electricity supply outlet and the enlarger
when the enlarger uses a mains voltage lamp. If the enlarger has a low voltage lamp
operated from a transformer, the timer should be connected between the mains outlet
and the transformer.

The time is set using the + or - buttons. Timing begins when the start button is pressed.
The timing can be interrupted at any point by pressing the start button. Once the time se
is reached the enlarger switches off and the previously set time is again set ready for a
further exposure. If the timing cycle is interrupted the previously set time can be restorec
by pressing the reset button.
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DARKROOM SAFELIGHT

Product Code,PTP760

The Paterson Darkroom Safelight complete with its Red Dome can be safely used
with all current types of silver based darkroom printing papers.
It is also safe for dental X-Ray film.

In use the safelight can be hung on a wall or suspended from the ceiling.
It is supplied complete with a 15 watt lamp and a mains lead and plug.

The safelight should be positioned a least a metre away from the working area.
In the case of larger darkrooms more tha

Available with “UK, American, Australian
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